ACTIVITY HAZARD ANALYSIS

PICNIC SHELTERS/TRASH CAN HOLDER MAINTENANCE

PRINCIPAL STEPS

POTENTIAL HAZARDS

RECOMMENDED CONTROLS







1. Replacing trashcan holders

a. Transporting damaged or new holders

b. Installing new or repaired trashcan holders

1.  Back strain

1. Use proper lifting techniques.









2.  Material in eyes

1.  Wear eye protection equipment.









3. Laceration, cut, or abrasion to skin 

1.  Inspect work area and equipment for hazardous conditions and correct before continuing work.

2.  Wear proper clothing and safety equipment (gloves, boots, hard hat, etc.)

3.  Create awareness through active safety program.

4.  Instruction in first aid treatment.









4.  Pinch point

1.  Wear safety toe boots.

2.  Wear work gloves.

3.  Signal persons shall be in full view of equipment operator.

4.  Material shall not be stacked higher than 20 feet or as less as practical.

5.  Material will not be moved over or suspended above personnel.

6.  Person shall not go over, under, behind, or between operating equipment.

7.  Tools, equipment, and material shall be placed in their proper storage places to insure displacement or falling is adequately secured.

8.  Person must stand clear of sides of materials when being untied for unloading.







2.  Repairing and painting picnic shelters

a. repairing (including electric)

b. preparing surface for painting

c. applying new paint

1.  Particles in eyes

1.  Wear protection for eyes.









2.  Falls

1.  Make sure ladders have solid footing, proper length, good condition and is properly secured.









3.  Breathing fumes

1.  Have employees wear proper respiratory devices.









4.  Electric shock

1.  Make sure all circuits are de-energized before work is started.

